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ESDAN PR CLEAR VINYL TUBE 
 

PINK PETROL RESISTANT TUBING 

PRODUCT 
CODE 

I.D 
mm 

O.D 
mm 

WORKING 
PRESSURE 

@23°C 

MIN. BURST 
PRESSURE 

@23°C 

COIL 
LENGTH 

SPOOL 
LENGTH 

REEL 
LENGTH 

11-0305RD** 3 5 116 PSI 3.2 MPa 30m 50m M.T.O 

11-0508RD** 5 8 101 PSI 2.8 MPa 30m 50m M.T.O 

11-0609RD** 6 9 87 PSI 2.4 MPa 30m 50m M.T.O 

11-0811RD** 8 11 72 PSI 2.0 MPa 30m 50m M.T.O 

11-1013RD** 10 13 58 PSI 1.6 MPa 30m 50m M.T.O 

11-1215RD** 12.5 15.5 58 PSI 1.6 MPa 30m 50m M.T.O 

Esdan high grade clear pink tint PRCVT  
tubes are suitable for conveying most 
liquids including dilute acids and alkalies as 
well as low pressure gases. It is also 
resistant to oil and most petrochemicals. 
 

Esdan Pink PRCVT tube is also highly 
flexible, light in weight, corrosion and 
abrasion resistant, whilst its clearness 
allows any blockages to be easily detected. 

• All Australian made 
• Petrol resistant 
• Corrosion & abrasion resistant 
• Light weight 
• Translucent Pink for easy identification 
• Capable of carrying dilute acids 
• Temperature range: -0ºc to +50ºc 
• Oil resistant 
• Capable of carrying most alkalies  


